
Cleaning DemonstrationsCleaning Demonstrations



Pilot AssemblyPilot Assembly

ÂÂ Use Compressed Air to clean the Pilot Use Compressed Air to clean the Pilot 
No more than 30 PSINo more than 30 PSI

ÂÂ 5 to 6 blasts of air in the Air Inlet 5 to 6 blasts of air in the Air Inlet 
PortsPorts

ÂÂ 10 to 12 blasts of air Down the pilot 10 to 12 blasts of air Down the pilot 
tube itselftube itself

ÂÂ Do not insert anything into the Pilot to Do not insert anything into the Pilot to 
clean this could break the orificeclean this could break the orifice



Different kinds of PilotsDifferent kinds of Pilots

ÂÂ Three main typesThree main types
ÂÂO P manufacturing PilotO P manufacturing Pilot
ÂÂ Copreci PilotCopreci Pilot
ÂÂ Sourdillon PilotSourdillon Pilot



O P Manufacturing PilotO P Manufacturing Pilot



Copreci Pilot style 1Copreci Pilot style 1



Copreci Pilot style 1 Copreci Pilot style 1 View 2View 2



Copreci Pilot style 2Copreci Pilot style 2



Copreci Pilot style 2 Copreci Pilot style 2 View 2View 2



Sourdillon PilotSourdillon Pilot



BurnersBurners


